One - §"# x 2" std. button
head bolt w/rectangular plate
washer, round washer and recess —
nut, through rail sections
and 150 spacer tube.

Eight — §"¢ x 2" std. button
head bolt w/round washers
and recess nuts, through rail
section and terminal connector.

One - 8”91 x 18" std. button
head bolt w/round washer
and recess nut at each post
through post and block only.
No connection between rail

sections and block at these
posts.

One - g”ﬂ x 18" std. button
head bolt w/rectangular plate
washer, round washer and
recess nut at each post.

Eight — §"¢ x 2" std. button
head bolts w/round
washers and recess nuts.

One — B"# x 18 std.
button head bolt w/round
washer and recess nut.

Eight - g”ﬂ x 2" std. button
head bolts w/round
washers and recess nuts.
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ELEVATION
Double W—beam B z,
rail section - NOTES
16d Nail —3 - 16d Nail /7 1. This transition shall be used where guardrail
- ® t ition t WGB i ified t t
2 — ransition type LS IS speciiec Lo connec INDIANA DEPARTMENT OF TRANSPORTATION
«a W-beam guardrail to concrete bridge railing.
- - GUARDRAIL TRANSITION
- — (2) See Standard Drawing 601-TWGB-01 for lap TYPE WGB
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